Genter Hole

GYLINDERS RH SERIES

Interchangeable piston head inserts i 3 30_200 TOII

(see page 35) provide versatility )
of application. DOHblC—ACtll’lg

+ Built-in safety feature prevents over-
pressurization of the retract circuit.

- Plated piston rod resists wear;
superior packings provide high cycle
life without leakage.

- Corrosion-resistant standpipe has
“Power Tech” treatment (see page 8).

- Each cylinder has 9796 3/5" NPTF
female half couplers. The 60 ton thru
200 ton models are equipped with
removable carrying handles.

Ideal for pulling and tensioning.

30, 60, 100, 150, 200 Ton ASME B30.1
Double-Acting Models 700 bar
Feature Plain Collar

30, 60, 100 Ton
Double-Acting Models Feature
Threaded Collar

E ¢
- Collar Base Cylinder Piston Center Insert Mounting Cylinder
Cyl. i tended Outside Collar Thread Topto' Rod Hole Thread Holes(in)and  Effective
Cap. Stroke  Order Cap. Height Dia. Thread Length Port Dia. Dia. Size Bolt Circle Area
[tons) (mm)  No. (cm?) (mm) (mm) (in) (mm) (mm) (mm) (mm) (mm) (in) (mm) (cm?)
Push__ Pull Push __ Pull Push_Pull

15 762 RH303 289 167 1794 2556 120,7 635 325 °/+16x92,1 380

212

30 15 1524 RH306D 580 333 2810 4334 1207 2 2 254 413 635 325 212 7/w20x921 380 218 268 153 20,4
30 20 2572 RH3010 1082 672 4382 6953 1143 4'/-12 41 445 810 603 333 17/:16 - 422 21 297 183 27,7
60 25 1016 RH604D 807 338 2413 3429 1778 - - 39,7 572 1016 540 312 '/»-13x1302 794 332 558 251 162
60 25 1270 RH605* 1.009 423 2413 3683 1659 - - 254 445 1016 540 312 '/»-13x1302 794 332 558 251 331
60 40 2572 RH6010* 2.181 1427 4588 7160 1588 6'/~-12 476 540 818 921 544 3-16 - 848 554 596 389 545
100 45 381 RH1001* 526 233 1651 2032 2127 2 9 318 587 1270 798 416 °/+11x1778 1380 608 970 42,7 386
100 50 1524 RH1006* 1971 1.076 3143  466,7 1842 2 2 37,3 591 1111 524 - '/-13x139,7 1292 705 90,8 496 431
100 45 2572 RH10010* 3552 1556 4953 7525 2159 8!/-12 57 635 91,7 1397 798 4'/»12 - 1380 608 970 42,7 1090
150 70 127,0 RH1505* 2475 1.207 311,2** 4382 2159 - - 373 683 1397 651 - - 1941 948 1369 668 672
150 75 2032 RH1508* 3.929 2.086 3493 5525 2477 - - 393 611 1524 802  5-12 - 1932 1026 1359 721 1031
200 75 2032 RH2008* 5307 2.093 4080 6112 2731 - - 572 81,8 1905 1032 6-12 1'/+-12x1981 260,9 1029 1835 72,4 1420

* Supplied with carrying handles.
** Measured with 19 mm high serrated insert installed.
See pages 30-35 & 110-123 for hydraulic accessories.
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